
EQLQ TUBE PURE 450/750 V
Halogen-free installation cable indoors and outdoors usage

 

DESCRIPTION
Halogen-free, flame retardant and self-extinguishing cable. Smoke in the event of fire is limited, transparent (to facilitate evacuation) and
not harmful to electronic equipment. Suitable for fixed installation indoors and outdoors, in pipes, duct, in or under plaster, also suspended in
catenary system. The cable is not approved for EX classified areas, instead we recommend a filled cable, for example EQLQ Filled Pure.
Can be installed in ground if the cable is provided with additional protection against mechanical damage. UV protected for outdoor use in
the Nordic countries. The conductor insulation shall be protected against UV light in lighting fixtures and light signs.

STANDARDS, CERTIFICATIONS AND APPROVALS

   
SS 424 02 19-6 Construction standard

Cable marking example DRAKA EQLQ TUBE PURE 3G1,5 450/750 V Dca-s2d2a1 C
Conductor material Copper
Core insulation material XLPE
Screen material Aluminium
Material outer sheath Halogenfree polymer
Cable shape Round
Reaction-to-fire class (acc. EN 13501-6) Dca
Smoke development class (acc. EN 13501-6) s2
Euro class flaming droplets/particles (acc. EN 13501-6) d2
Euro class acidity (acc. EN 13501-6) a1
Max. conductor temperature 70

Core identification 3 cores: g/y, blue, brown 4 cores: g/y, blue, brown, black 5 cores: g/y,
blue, brown, black, grey
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PRODUCT DATA

Product name Outer diameter [mm] Cable weight [kg/km] Delivery length [m] Packaging External article code SAP code

EQLQ TUBE PURE 3G1,5 9.1 115 50 0461301 20314592

EQLQ TUBE PURE 3G1,5 9.1 115 250 0461303 20314589

EQLQ TUBE PURE 3G1,5 9.1 115 500 K6 0461305 20314591

EQLQ TUBE PURE 3G1,5 9.1 115 50 Buddy 0461309 20314590

EQLQ TUBE PURE 3G2,5 11 156 50 0461311 20314595

EQLQ TUBE PURE 3G2,5 11 156 150 0461313 20314593

EQLQ TUBE PURE 3G2,5 11 156 500 K6 0461315 20314594

EQLQ TUBE PURE 4G1,5 10 137 50 0461321 20314598

EQLQ TUBE PURE 4G1,5 10 137 200 0461323 20314596

EQLQ TUBE PURE 4G1,5 10 137 500 K6 0461325 20314597

EQLQ TUBE PURE 4G2,5 11 187 500 K6 0461335 20314599

EQLQ TUBE PURE 5G1,5 11 161 50 0461341 20314603

EQLQ TUBE PURE 5G1,5 11 161 150 0461343 20314600

EQLQ TUBE PURE 5G1,5 11 161 500 K6 0461345 20314602

EQLQ TUBE PURE 5G1,5 11 161 40 Buddy 0461349 20314601

EQLQ TUBE PURE 5G2,5 12 224 50 0461351 20314606

EQLQ TUBE PURE 5G2,5 12 224 150 0461353 20314604

EQLQ TUBE PURE 5G2,5 12 224 500 K6 0461355 20314605
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